
Dimensional changes for Geberit Mapress Stainless Steel – April 2023 to April 2024

Geberit Great Britain, Version: December 2023

arc/angle 
(°)

DN d, ø L H Z

Geberit Mapress Stainless Steel bend
30102 90 ° 12 15 mm 3.8 cm 1.8 cm

30104 90 ° 20 22 mm 4.7 cm 2.6 cm

Geberit Mapress Stainless Steel bend (silicone-free)
80104 90 ° 20 22 mm 4.7 cm 2.6 cm

80102 90 ° 12 15 mm 3.8 cm 1.8 cm

Geberit Mapress Stainless Steel bend (FKM, blue)
50284 90 ° 20 22 mm 4.7 cm 2.6 cm

50282 90 ° 12 15 mm 3.8 cm 1.8 cm

Geberit Mapress Stainless Steel bend (gas)
34000 90 ° 12 15 mm 3.8 cm 1.8 cm

34002 90 ° 20 22 mm 4.7 cm 2.6 cm

Geberit Mapress Stainless Steel bend with plain end

30302 90 ° 12 15 mm 3.8 cm 4.8 cm 1.8 cm

30303 90 ° 15 18 mm 4.2 cm 5.2 cm 2.2 cm

30304 90 ° 20 22 mm 4.7 cm 5.8 cm 2.6 cm

Geberit Mapress Stainless Steel bend with plain end (silicone-free)

80304 90 ° 20 22 mm 4.7 cm 5.8 cm 2.6 cm

80303 90 ° 15 18 mm 4.2 cm 5.2 cm 2.2 cm

80302 90 ° 12 15 mm 3.8 cm 4.8 cm 1.8 cm

Geberit Mapress Stainless Steel bend with plain end (FKM, blue)

50312 90 ° 12 15 mm 3.8 cm 4.8 cm 1.8 cm

50313 90 ° 15 18 mm 4.2 cm 5.2 cm 2.2 cm

50314 90 ° 20 22 mm 4.7 cm 5.8 cm 2.6 cm

Geberit Mapress Stainless Steel bend with plain end (gas)

34007 90 ° 12 15 mm 3.8 cm 4.8 cm 1.8 cm

34008 90 ° 15 18 mm 4.2 cm 5.2 cm 2.2 cm

34009 90 ° 20 22 mm 4.7 cm 5.8 cm 2.6 cm

• Between April 2023 and April 2024, the dimensions of the articles listed above will be modified in accordance with the table. 
These articles with the new dimensions will then feature an additional X on the label


