
Assortment overview – Geberit Mapress compatibility [1], [2], [3], [2XL] and [HCP]
Geberit Great Britain, Version: December 2024

Art. no. Dimension
Compatibility [1]

Geberit ACO 103plus pressing tool [1], 230 V, in case 691.017.P5.1

Geberit Mapress set of pressing jaws [1]

690.190.00.1

12 mm
15 mm
18 mm
22 mm
28 mm
35 mm

690.192.00.1

15 mm
18 mm
22 mm
28 mm
35 mm

690.191.00.1

15 mm
18 mm
22 mm
28 mm

690.193.00.1

15 mm
22 mm
28 mm
35 mm

690.195.00.1

12 mm
15 mm
22 mm
28 mm
35 mm

Geberit Mapress pressing jaw [1]

690.121.00.1 12 mm
690.122.00.1 15 mm
690.123.00.1 18 mm
690.124.00.1 22 mm
690.125.00.1 28 mm
690.126.00.1 35 mm

Geberit Mapress pressing ring, swivelling [1], in case 691.200.00.1

15 mm
18 mm
22 mm
28 mm
35 mm

Geberit Mapress pressing ring, swivelling [1]/[2]

691.191.00.1 12 mm

691.192.00.1 15 mm

691.193.00.1 18 mm

691.194.00.1 22 mm

691.195.00.1 28 mm

691.196.00.1 35 mm

Geberit Mapress ZB 103S adapter jaw for pressing ring, swivelling 
[1] 691.198.00.1

12 mm
15 mm
18 mm
22 mm
28 mm
35 mm

Compatibility [2]

Geberit MFP 2 hand-operated pressing tool [2] 90523

Geberit ACO 203plus pressing tool [2], 230 V, in case 691.218.P5.2
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Art. no. Dimension

Geberit Mapress set of pressing jaws [2]

690.230.00.1

12 mm
15 mm
18 mm
22 mm
28 mm
35 mm

690.231.00.1

15 mm
18 mm
22 mm
28 mm

690.232.00.1

15 mm
18 mm
22 mm
28 mm
35 mm

690.233.00.1

15 mm
22 mm
28 mm
35 mm

690.235.00.1

12 mm
15 mm
22 mm
28 mm
35 mm

Geberit Mapress pressing jaw [2]

690.221.00.1 12 mm
690.222.00.1 15 mm
690.223.00.1 18 mm
690.224.00.1 22 mm
690.225.00.1 28 mm
690.226.00.1 35 mm

Geberit Mapress pressing ring, swivelling [2], in case 691.197.00.1

15 mm
18 mm
22 mm
28 mm
35 mm

Geberit Mapress pressing ring, swivelling [1]/[2]

691.191.00.1 12 mm

691.192.00.1 15 mm

691.193.00.1 18 mm

691.194.00.1 22 mm

691.195.00.1 28 mm

691.196.00.1 35 mm

Geberit Mapress pressing collars [2], in case

691.296.00.2
42 mm
54 mm

691.297.00.3
42 mm
54 mm

66.7 mm

Geberit Mapress pressing collar [2], [3]

691.181.00.1 35 mm
691.182.00.1 42 mm

691.183.00.1 54 mm

691.185.00.3 66.7 mm

Geberit ZB 203A adaptor jaw [2] 691.203.00.1

35 mm
42 mm
50 mm
54 mm
63 mm

66.7 mm
75 mm
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Art. no. Dimension

Compatibility [2XL]

Geberit ACO 203XLplus pressing tool [2], [2XL], 230 V, in case 691.229.P5.2

Geberit Mapress pressing collars [2XL], in case 691.188.00.1
76.1 mm
88.9 mm

Geberit Mapress pressing collar [2XL], in case 691.189.00.1 108 mm

Geberit Mapress pressing collar [2XL] / [3]

90797 76.1 mm

90798 88.9 mm

90799 108 mm

Geberit Mapress ZB 221 adapter jaw [2XL] 691.186.00.1
76.1 mm
88.9 mm
108 mm

Geberit Mapress ZB 222 adapter jaw [2XL] 691.187.00.1 108 mm

• For 66.7 mm Geberit Mapress copper material only, compatibility [2] can be used


