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Sigma10 Sigma10 Without actuator plate Without actuator plate

Art. no. 115.863.SN.6
115.863.16.6 115.867.SN.6 115.862.00.6 115.897.00.6

Activation Manual Manual Manual Manual
Detection / control Manual (cable) Manual (radio) Manual (cable) Manual (radio)
Power supply Mains-operated Mains-operated Mains-operated Mains-operated

Suitable for concealed cisterns
Sigma concealed 

cistern 12 cm

Sigma concealed 

cistern 12 cm

Sigma concealed 

cistern 12 cm

Sigma concealed cistern 

12 cm

Application range

Abstand
max. 1,7 m 

To order additionally (only one of the following options is required)
115.861.00.6
Geberit installation set with power supply 
unit, for WC flush controls with electronic 
flush actuation, 12 V

Power supply in an external 
flush-mounting box ü ü ü ü

Power supply unit

116.096.00.1
Geberit power supply unit for Power & 
Connect box

Power supply unit for installa-
tion in hidden outlet mounting 
and communication connection 
box

ü ü ü ü

Accessories
244.094.00.1
Power supply and extension cable 12 V, for 
Geberit DuoFresh module and WC flush 
controls

Extension cable for power 
supply unit ü ü ü ü

241.155.00.1
Geberit installation set for WC flush 
control with mechanical flush actuation, 
push-button

ü

241.154.00.1
Geberit installation set for WC flush control 
with electronic flush actuation, for pull-
down rail

ü

241.568.00.1
Geberit RF-controlled button for electronic 
flush actuation

ü ü

ü Compatible


