Assortment overview — Geberit WC flush controls with electronic flush actuation, touchless

Geberit International Sales, version: December 2025

Sigma80

Sigma80

Sigma10

Sigma10

Sigma10

Sigma10

Sigma10

Sigma10

Sigma10

Type 10 infrared sensor

Type 10 infrared sensor

Type 10 infrared sensor

116.090.SG.6 116.092.SG.6
Art. no. 116.090.SM.6 116.092.5M.6 115.906.SN.6 115.907.xx.6 115.908.xx.6 115.909.SN.6 115.890.SN.6 115.856.SN.6 115.891.SN.6 115.936.SN.6 115.937.SN.6 115.956.SN.6
Touchless/ Touchless / Touchless/ Touchless/ Touchless / Touchless / manual / Touchless /manual/ Touchless/manual /
Activation . . . . . Touchless / automatic . . . Touchless Touchless Touchless
automatic automatic automatic automatic automatic automatic automatic automatic

Detection / control
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Infrared-controlled

Infrared-controlled

Infrared-controlled

Infrared-controlled

Infrared-controlled

Infrared-controlled

Infrared-controlled

Infrared-controlled

Infrared-controlled

Infrared-controlled

Infrared-controlled

Power supply

Mains

Mains

Mains

Mains

Battery

Battery

Mains

Mains

Battery

Mains

Battery

Mains

Suitable for concealed cisterns

Sigma concealed

cistern12cm

Sigma concealed

cistern8cm
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cistern12cm

Sigma concealed
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Sigma concealed cistern

12cm

Sigma concealed cistern

12cm

Omega concealed cistern

12cm

Application range
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To order additionally (only one of the following options is required)

115.861.00.6
Geberit installation set with power Power supply in an external v v v v v v v v
supply unit, for WC flush controls with ~ flush-mounting box
electronic flush actuation, 12V
Set consisting of an outlet
116.098.00.6 mounting box and power
Geberit set of Power & Connect box supply unit for hidden v v v v v v
and power supply unit for element for  installationin a Geberit
wall-hung WC Duofix or Geberit GIS ele-
ment behind the WC
111.900.00.6
Geberit Duofix element for wall-hung v v’ v v’ v’
WC, 112 cm, with Sigma concealed . 3
cistern 12 cm and Power & Connect box Installation elements with
outlet mounting box for hid-
den installation behind WC
461.301.00.6 ceramic appliance
Geberit GIS element for wall-hung WC, v v v v v
114 cm, with Sigma concealed cistern 12
cmand Power & Connect box
Power supply unit
116.096.00.1 Power supply unit for
i . installation in hidden outlet
Geberit power supply unit for Power & mounting and communica- v v v v v v
Connectbox tion connection box
Accessories
115.707.00.1
Geberitremote flush actuator v v v v v v v v v
for single flush, Bluetooth®
115.708.00.1
Geberitremote flush actuator v v v v v v v v v

for dual flush, Bluetooth®

v Compatible

" When using the outlet mounting box for a hidden installation, the power supply unit 116.096.00.1 must be ordered additionally



