
Assortment overview – Geberit shower channels
Geberit International Sales, version: October 2025

Geberit installation set 
for CleanLine shower 

channel, for screed 
height at inlet 90–220 

mm

Geberit installation set 
with inlet, for shower 

channels of the Clean-
Line series

Geberit installation set 
for CleanLine shower 

channel, for screed 
height at inlet 65–90 

mm

Geberit installation set 
for CleanLine shower 

channels, floor-penetrat-
ing installation

154.150.00.1 154.159.00.1 154.152.00.1 154.153.00.1

To order additionally
Length 30–90 cm

Geberit CleanLine20 shower channel 154.450.KS.1 ü ü ü ü

Geberit CleanLine30 shower channel
154.501.KS.1 ü ü ü ü

154.501.TE.1 ü ü ü ü

Geberit CleanLine50 shower channel
154.446.KS.2 ü ü ü ü

154.446.QC.2 ü ü ü ü

Geberit CleanLine60 shower channel for thin 
floorings 154.458.00.1 ü ü ü ü

Geberit CleanLine80 shower channel
154.440.KS.1 ü ü ü ü

154.440.QC.1 ü ü ü ü

154.440.39.1 ü ü ü ü

Länge 30–110 cm

Geberit CleanLine20 shower channel 154.461.KS.1 ü ü ü ü

Geberit CleanLine30 shower channel
154.502.KS.1 ü ü ü ü

154.502.TE.1 ü ü ü ü

Geberit CleanLine50 shower channel
154.448.KS.2 ü ü ü ü

154.448.QC.2 ü ü ü ü

Geberit CleanLine80 shower channel
154.442.KS.1 ü ü ü ü

154.442.QC.1 ü ü ü ü

154.442.39.1 ü ü ü ü

Length 30–130 cm

Geberit CleanLine20 shower channel 154.451.KS.1 ü ü ü ü

Geberit CleanLine30 shower channel
154.503.KS.1 ü ü ü ü

154.503.TE.1 ü ü ü ü

Geberit CleanLine50 shower channel
154.447.KS.2 ü ü ü ü

154.447.QC.2 ü ü ü ü

Geberit CleanLine60 shower channel for thin 
floorings 154.459.00.1 ü ü ü ü

Geberit CleanLine80 shower channel
154.441.KS.1 ü ü ü ü

154.441.QC.1 ü ü ü ü

154.441.39.1 ü ü ü ü

Length 30–160 cm

Geberit CleanLine20 shower channel 154.453.KS.1 ü ü ü ü
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Geberit installation set 
for CleanLine shower 

channel, for screed 
height at inlet 90–220 

mm

Geberit installation set 
with inlet, for shower 

channels of the Clean-
Line series

Geberit installation set 
for CleanLine shower 

channel, for screed 
height at inlet 65–90 

mm

Geberit installation set 
for CleanLine shower 

channels, floor-penetrat-
ing installation

154.150.00.1 154.159.00.1 154.152.00.1 154.153.00.1

To order additionally

Geberit CleanLine30 shower channel
154.504.KS.1 ü ü ü ü

154.504.TE.1 ü ü ü ü

Tile-bearing

Geberit CleanLine shower channel, tile-bearing 154.455.00.1 ü ü ü ü

ü Compatible


